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Modification Highlights 
Executive Order VR-203-H 

 
• Merged Executive Orders VR-205 (VST Phase II EVR System with Hirt VCS100 

Thermal Oxidizer) and VR-209 (VST Phase II EVR System with Franklin Fueling 
Systems Clean Air Separator) into VR-203 (VST Phase II EVR System). 

• The following was added to the legal language: 
“….Equipment shall be inspected daily, weekly, quar terly, and 
annually per the procedures identified in the ARB A pproved 
installation, Operation, and Maintenance Manual.  T hese inspections 
shall also apply to systems certified by Executive Orders VR-204-A 
to G, Executive Orders VR-205-A to B, and Executive  Order VR-209-
A….”  

• Legal language revised to include superseding language for Executive Orders VR-
205 and VR-209. 

• Legal language revised to include compliance procedures for Hirt VCS 100 Thermal 
Oxidizer and Franklin Fueling Systems Clean Air Separator.  

• Renumbered Executive Order Exhibits for simplicity and changed all Executive 
Order documents to reference revised Exhibit numbers.  Merged Exhibit 7 warranty 
information into Exhibit 3.  

• Added the Hirt VCS 100 Thermal Oxidizer and FFS CAS in Exhibit 1.  Also 
reformatted Exhibit 1 for simplicity. 

• Added Hirt VCS 100 Thermal Oxidizer and FFS CAS specifications, Figures, and 
defects to Exhibit 2. 

• Added Hirt VCS 100 Thermal Oxidizer and FFS CAS performance specifications and 
warranty information in Exhibit 3. 

• Added steps in Exhibit 4, Required Items in Conducting TP-201.3, when using the 
Hirt VCS 100 Thermal Oxidizer and FFS CAS. 

• Added steps in Exhibit 6, Required Items for Conducting TP-201.4, when using the 
Hirt VCS 100 Thermal Oxidizer and FFS CAS. 

• Added Exhibit 13, Hirt VCS 100 Operability Test Procedure. 
• Added Exhibit 14, Franklin Fueling Systems CAS Static Pressure Performance Test 

Procedure. 
• Deleted Section 1, 2, 4, and 5 from the Installation, Operation, and Maintenance 

(IOM) Manual.  Renumbered IOM sections. 
• Added contractor requirements to Section 1 of the IOM to install the Hirt VCS 100 

Thermal Oxidizer and FFS CAS. 
• Add daily inspections to Section 2 of the IOM for VST Nozzles 
• Added quarterly and annual inspections to Section 3 of the IOM for the FFS CAS 

and Hirt VCS 100 Thermal Oxidizer respectively. 
• Added an alarm to Section 4 of the IOM for the Hirt VCS 100 Thermal Oxidizer. 
• Removed the VP Overpressure warning/alarm for the VST ECS and Veeder-Root 

vapor polisher, in Sections 4, 12 and 15 respectively. 
• Added a “PMC Setup Warn” to the VST Membrane processor in Section 4. 
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• Added Section 16, installation instructions for the Hirt VCS 100 Thermal Oxidizer 
and Indicator Panel. 

• Added Section 17, installation instructions for the FFS CAS. 
• Added a PMC feature that will switch the canister vapor valve from Manual mode to 

Automatic Mode after 4 hours.  i.e., in case contractors accidentally leave it in 
Manual after testing. 

• Changed PMC software from Version 1.02 to 1.03. 


